All technical data refer to the measure mm

BOLLHOFF Product data sheet D 1/1

DIN 979 similar to ISO 7038
Castle nuts

Low form | external hex

Steel 04 | bright | Cr(VI)-free | Metric thread

Further information: DIN-standard has been withdrawn | changed spanner widths for M10,
M12, M14 and M22

from M12

Diameter Pitch Tool
size

8.75 1.6 6.14 14.38 3.20 275 1273 125 SW 13
M10 10 10.80 = = 14.6 7.64 8.0 17.77 3.70 4.0 2.8 3.05 156.73 16 1.60 SW 16
M12 12 13.00 15.57 16 16.6 9.64 10.0 20.03 4.70 50 35 380 17.73 18 1.75 Sw18
M14 14 1610 17.57 18 19.6 1057 11.0 28.35 5.70 6.0 385 380 2067 21 2.00 Sw21
M16 16 17.30 21.48 22 225 1257 13.0 26.75 6.64 70 45 480 23.67 24 200 Sw24
M18 18 19.50 24.30 25 249 1430 156.0 29.56 8.64 9.0 45 480 26.16 27 250 Sw27
M20 20 21.60 27.30 28 277 1530 16.0 32.95 9.64 100 45 480 29.16 30 250 SW30
M22 22 23.80 31.00 32 314 1730 18.0 37.29 9.64 100 565 580 33.00 34 250 SW34
M24 24 25690 33.00 34 333 1816 190 3955 1057 110 55 580 35.00 36 3.00 SwW36
M27 27 29.20 37.00 38 380 2116 220 4520 13857 140 55 580 40.00 41 3.00 SW 41
M30 30 32.40  41.00 42 428 2316 240 50.85 1457 160 7.0 7.36 45.00 46 350 SW46
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